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QUESTION: 57
Scenario: A Citrix Administrator needs to implement an Application Delivery Controller
(ADC) solution. The administrator needs the appliance to be able to grow with the
increasing demand for bandwidth and performance. Which NetScaler platform will the
administrator choose to accommodate the increasing demand for bandwidth and
performance?
A. SDX
B. VPX
C. MPX
D. CPX
Answer: D
QUESTION: 58
Scenario: A Citrix Administrator is troubleshooting a NetScaler issue. The administrator
goes to the command line and from the Shell, tails the ns.log to view the log in real time
to find the issue. After a few minutes, the administrator noticed that the logs stopped
scrolling and the issue was missed.
How can troubleshooting continue using the ns.log?
A. The ns.log service has stopped and needs to be restarted.
B. The ns.log needs to be downloaded to the client machine for full viewing.
C. The ns.log has reached its 100 KB limit. Press 'CTRL+C' to stop it from running and
issue the command "tail -f ns.log" to resume.
D. The ns.log is still running. Press 'Enter' and the ns.log will resume.
Answer: A

QUESTION: 59
Scenario: A Citrix Administrator needs to add 10 new servers to an existing server farm.
The new servers are configured to serve the same applications and connections and are
twice the capacity of the existing servers. The administrator wants to ensure that they are
being fully utilized. Currently in the environment, the default load-balancing method is
being used. To ensure that only the 10 new servers are receiving twice the connections
of the old servers without changing the load balancing to the rest of the environment, the
administrator needs to add a weight of to the
servers. (Choose the correct option
to complete the sentence.)
A. 2; new
B. 2; old
C. 50; old
D. 50; new
Answer: C, D
QUESTION: 60
Which scenario will cause automatic high availability (HA) synchronization to fail?
A. Different build versions
B. A configuration change to the primary NetScaler
C. A force failover
D. Manually forced synchronization
Answer: B
QUESTION: 61
Scenario: A Citrix Administrator is configuring a new Authentication, Authorization and
Auditing (AAA) virtual server, and the status is DOWN. The administrator has made the
following configurations:
add lb vserver lb_vsrv_www HTTP 10.107.149.229 80 -persistenceType NONE cltTimeout 180 -authn401 ON - authnVsName SAML_SP
bind lb vserver lb_vsrv_www_ssl Red_srv bind lb vserver lb_vsrv_www_ssl Blue_srv
add authentication vserver SAML_SP SSL 10.107 149.230 443 -AuthenticationDomain
crtrix lab How can the administrator finish the installation to change the status of the
virtual server to UP?

A. Bind the Certificate to the virtual server SAML_SP.
B. The LDAF server is NOT bound to the virtual server SAML_SP.
C. Services are NOT bound to the virtual server SAML_SP.
D. An AAA policy is NOT bound to the virtual server SAML_SP.
Answer: A
QUESTION: 62
What are three possible policy results in a Default (Advanced) policy configuration?
(Choose three.)
A. Drop
B. Bridge
C. True
D. False
E. Undefined
Answer: A, C, D
QUESTION: 63
Scenario: A Citrix Administrator has configured a NetScaler active-passive high
availability (HA) pair. When the HA pair fails over, customers are unable to access the
hosted websites. After some troubleshooting, the administrator found that the upstream
router was NOT updating its ARP table. What can the administrator configure to resolve
this issue?
A. Independent Network Configuration (INC) mode
B. Virtual MAC
C. HA monitor
D. Route Monitor
Answer: A
QUESTION: 64
Scenario: A Citrix Administrator is managing a NetScaler SDX running eight NetScaler
instances. The administrator first needs to upgrade the firmware on the instances.
However, the administrator is concerned that it needs to be done all at once.

What upgrading flexibility does SDX provide in this scenario?
A. The NetScaler instance can be upgraded at the SDX management level, allowing all
instances to be upgraded at once.
B. The NetScaler instances have to be upgraded at the same time.
C. The NetScaler instance can be upgraded on an individual basis, allowing, all
instances to run different firmware versions.
D. It is NOT possible to upgrade the NetScaler instances to different firmware versions.
Answer: D
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