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QUESTION: 282
Why do color blocking logic counters increment while the unidirectional packet flow is
troubleshot in a FabricPath topology?

A. One of the switches in the topology has gone down.
B. A FabricPath loop has been detected.
C. FabricPath switch IDs are overlapped in the current topology.
D. VLANs are being blocked due to missing FabricPath VLANs.

Answer: D

QUESTION: 283
A customer is deploying multihop FCoE in its network. Which guideline must the
customer follow with respect to VE ports to make this deployment possible?

A. Auto mode on the vFC interface is supported.
B. VE-port trunking is supported over FCoE-enabled VLANs.
C. VE-port interface binding to MAC addresses is supported.
D. A VE port is disabled for trunk mode by default.

Answer: B

QUESTION: 284
An administrator wants to combine the advantages of a trunking F port and an F port
channel. Which command on a Cisco MDS switch should be used to enable this?

A. enable port-channel
B. feature trunking-fport
C. feature fport-channel-trunk
D. port-channel trunk
E. feature fport-trunk

Answer: C

QUESTION: 285
Refer to the exhibit.

You configure a vPC between two Cisco Nexus 7010 Switches. The peer link will not
come up. What is the problem?

A. The vPC domain numbers must be different.
B. The role priority must be the same.
C. The system priority must be the same.
D. The configuration is incorrect.

Answer: C

QUESTION: 286
Which two statements are true regarding vPC configuration? (Choose two.)

A. With vPC, there are no blocked ports.
B. vPC uses hash-based EtherChannel load balancing.
C. There are STP-blocked redundant links.
D. There is VLAN-based load balancing.
E. There is higher oversubscription.

Answer: A, B

QUESTION: 287
Refer to the exhibit.

A customer is having difficulty getting NPV working. What is the cause of the problem?

A. The core NPV device is not enabled.
B. The core NPV device is not a switch.
C. The core NPV device is not configured on both ends.
D. The core NPV device is not configured on the upstream port.

Answer: B

QUESTION: 288
Which configuration is needed to suppress duplicate IP addresses when HSRP
localization is enabled?

A. Configure matching passwords in each data center.
B. Configure no ip arp gratuitous hsrp duplicate under the VLAN.
C. Remove the passwords in each data center.
D. Configure mismatching HSRP versions between data centers.
E. Change one data center to run VRRP rather than HSRP.

Answer: B

QUESTION: 289
A customer calls you to report that it receives an error when entering the pinning maxlinks 4 command in FEX configuration mode on its Cisco Nexus 5596T Switch. Which
of these is a likely cause for this condition?

A. The FEX fabric interface is down.
B. The transceiver is incorrect.
C. A fabric interface is in a port channel.
D. The fabric interface switchport mode is set to Access.
E. Only two fabric interfaces are connected.

Answer: C

QUESTION: 290
Refer to the exhibit.

What command should you execute next in resolving a lock failure?

A. ntp execute
B. ntp commit
C. ntp lock
D. ntp help

E. ntp detail

Answer: B

QUESTION: 291
While troubleshooting HSRP adjacency, a packet analyzer captures the remote packet
with the information: IP 224.0.0.102 with a MAC address of 0000.0C9F.0256. The DCI
local group number is 256. Which solution resolves the problem?

A. Request that the remote data center change the HSRP version to V1.
B. Report the issue as a suspected bug because the group number is correct based on the
analyzer.
C. Request that the remote data center verifies that they do not have an HSRP password
configured.
D. Request that the remote data center to use the correct HSRP group number.
E. Change the local HSRP version to V1.

Answer: D
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